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Pex-B Tube 
701XXB, 703XXB Series 

Feature: 
 

Copperfit Pex-B tubing is crosslinked polyethylene 
tubing used for potable water applications. Copperfit 
Pex-B tubing conforms standard requirements of  
wall thickness tolerances, burst pressure, material, 
hydrostatic sustained pressure, stress corrosion 
cracking resistance.  

 
Description: 
 

Copperfit Pex-B tubing is SDR-9 conformed to 
ASTM F876 and ASTM F877 standards for  
using ASTM approved water application systems. 

 

Approvals: 
 

  ASTM F876  /  ASTM F877 
  NSF 14  /  NSF 61 

 

Pressure Rating: 
 

  160psi @ 73.4°F (23°C) 
  100psi @ 180°F (82°C) 
  80psi @ 200°F (93°C)

 
 

Nominal Pex SDR-9 Tubing 

Size OD OD Tolerance Wall thickness 
Wall thickness 

Tolerance 

Inch mm Inch mm Inch mm Inch mm Inch mm 

1/2 13 0.625 15.88 ±0.004 ±0.10 0.07 1.78 ±0.01 ±0.25 

3/4 19 0.875 22.22 ±0.004 ±0.10 0.097 2.47 ±0.01 ±0.25 

1 25 1.125 28.58 ±0.005 ±0.12 0.125 3.18 ±0.013 ±0.33 

 

 

 

 

  

Hydrostatic Stresses and Pressure Rating 

Rated 
Temperature 

Hydrostatic 
Stress 

Pressure 
Rating 

°F °C psi Mpa psi Mpa 

73.4 23 630 4.34 160 1.10 

180 82.2 400 2.76 100 0.69 

200 93.3 315 2.17 80 0.55 

Primary Test Variables and Control Limits 

Parameter Nominal 
Control 
Limits 

pH 6.8 ±0.2 

Chlorine (mg/L) 4.4 ±0.2 

ORP (mV) > 825 Measured 

Fluid Temp. (°C) 115 ±1 

Air Temp. (°C) 115 ±1 

Fluid Pressure (psig) 60 ±3 

Flow Rate (USGPM) 0.1 ±10% 

http://www.copperfit.com/

